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SECTION 01505: CONSTRUCTION FACILITIES 

PART 1 – GENERAL  

1.01 DESCRIPTION OF WORK 

The Contractor is required to make necessary provision for temporary utilities 
(electricity, lighting, heating, ventilation, telephone service, water, and sanitary), 
temporary controls (barriers, fencing, protection of work, security, and traffic), 
and construction facilities (parking and staging areas, progress cleaning, and 
offices) to fulfill the requirements of the Contract, support the Contractor’s work 
force, and support the Owner’s representatives. 

1.02 TEMPORARY POWER 

A. Contractor shall provide necessary power service. 

B. Contractor shall arrange with the electrical utility, as needed, for 
additional power requirements, including power takeoff points, 
voltage and phasing, transformers, and metering, and shall pay 
resulting costs and fees. 

1.03 TELEPHONE SERVICE 

Contractor shall provide telephone service at the construction site office for 
Contractor’s own use.  Cellular telephone service is acceptable as a substitute for 
land-line telephone service. 

1.04 TEMPORARY WATER SERVICE 

Contractor shall provide necessary water service and any necessary special 
connections to a water supply. 

1.05 TEMPORARY SANITARY FACILITIES 

Contractor shall provide on-site toilet and wash-up facilities for the work force 
that comply with applicable laws, ordinances, and regulations pertaining to the 
public health and sanitation of dwellings and camps. 
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1.06 TEMPORARY BARRIERS 

Contractor shall provide barriers to prevent unauthorized entry to construction 
areas and to protect existing facilities from damage during construction 
operations. 

1.07 TEMPORARY FENCING 

At all times during the construction period, the Contractor shall maintain fences 
that enclose the areas of the site to the satisfaction of the Owner’s representative. 
The temporary fencing alignments shown on the Plans are the minimum 
allowable extents of temporary fencing. The Contractor shall provide gates at 
access points where required, and gates shall be kept locked during off-work 
hours. A key lock shall be given to the Engineer for the Engineer’s use. 

1.08 PROTECTION OF NEW WORK AND EXISTING PROPERTY 

A. The Contractor shall protect existing structures, property, parking 
lot surfaces, cultivated or planted areas, paths, sidewalks, and other 
surface improvements from damage, and shall provide bracing, 
shoring, or other work necessary for such protection.  

B. The Contractor shall protect installed work and shall provide 
special protection where required by the specifications. 

C. The Contractor shall repair or replace damaged structures, 
vegetation, work, materials, or equipment to a condition equal to or 
better than the condition prior to the damage at no additional cost 
to the Owner. Any such repair and/or replacement shall be 
approved by the Engineer. 

D. The Contractor shall restore all sites to their pre-construction 
condition, prior to completion of the work. 

1.09 CONTRACTORʹS SECURITY 

The Contractor shall provide security and facilities to protect the work and 
existing facilities from unauthorized entry, vandalism, or theft.   



DIVISION 1 — GENERAL REQUIREMENTS 
Section 01505: Construction Facilities 

Technical Specifications 01505 – 3 
Rev. 02/20/04 

1.10 MAINTENANCE OF TRAFFIC 

The Contractor shall conduct their work to interfere as little as possible with 
public travel, whether vehicular or by other modes. Contractor must obtain 
approval of haul routes and shall provide certified traffic control personnel to 
control access and movement of materials.  

1.11 PARKING AND STAGING AREAS 

There is limited room for parking and staging areas at the proposed site. Staging 
areas provided by the Owner are shown on the Contract Drawings. The 
Contractor shall be responsible for maintaining parking and staging areas and 
for restoring them upon completion of the work. The staging areas shall be 
fenced with temporary concrete block-based fences to deter unauthorized entry. 
Staging areas shall be primarily used for field offices, equipment and materials 
storage, and temporary soil stockpiling; with secondary use, as space allows, for 
employee parking. If additional area is required, the Contractor shall make 
his/her own arrangements with the Owner and/or with adjacent property 
Owners. Any unauthorized use of property for storage, parking, etc., shall be at 
the Contractor’s sole risk and cost. Temporary material storage areas on the 
South Bank (Maritime Heritage Park) are only designated for short duration use 
for materials only. 

1.12 PROGRESS CLEANING 

A. The Contractor shall maintain areas free of waste materials, debris, 
and rubbish and shall maintain the project site in a clean and 
orderly condition. 

B. The Contractor shall remove waste materials, debris, and rubbish 
from the site as soon as such materials become unfit for use in the 
work. In the event that such material is not removed immediately, 
the Owner reserves the right to have the material removed and 
charge the expense to the Contractor. 
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C. The Contractor shall prevent dirt and dust from escaping trucks 
that depart the site by covering dusty loads, by washing truck tires 
before trucks leave the site, or by other methods as applicable. This 
requirement also applies to the Contractorʹs trucks and equipment 
at the disposal site. 

D. The Contractor shall provide a legal, off-site debris disposal site. 

1.13 CONTRACTORʹS OFFICE 

A. During the performance of this Contract, the Contractor shall 
maintain a suitable office near the site of the work that shall be the 
headquarters of a Contractor’s representative authorized to receive 
Drawings, instructions, or other communications or articles. 

B. Communications given to the Contractor’s representative or 
delivered to the site office in the Contractor’s absence shall be 
deemed to have been delivered to the Contractor. 

C. The Contractor shall maintain copies of Drawings, specifications, 
material safety data sheets (MSDS) for all products to be used on 
site, and other Contract documents, available for review and use at 
all times, at the site office. 

1.14 FIELD ENGINEER’S OFFICE 

A. The Contractor shall provide a secure field office suitable for use by 
the Engineer and his/her resident inspection staff. The Engineer’s 
field office shall be a minimum of 200 square feet in size and shall 
be separate from the Contractor’s field office. It shall be for the 
exclusive use of the Engineer and his/her staff. 

B. The office shall be complete with a 5-foot office desk with three 
drawers, office-type chairs, one layout table of 2½ by 5 feet, one 
two-drawer lockable metal filing cabinet, shelves, bulletin board, 
an additional chair, lights, ventilation, air conditioning, and heat. 
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The Contractor shall also provide two sets of keys providing access 
to the field office. 

C. The Contractor shall also equip the Engineer’s field office with the 
following for the entire project duration, and maintain as needed: 

1. Two separate phone lines (one being a dedicated fax line) 

2. A functioning touch-tone telephone with hands-free 
capability and voice messaging 

3. A plain paper facsimile machine 

4. A plain paper copy machine 

5. Computer internet access 

D. The Contractor’s personnel will not be allowed use of the telephone 
in the Engineer’s office. 

E. Sanitary facilities shall be located nearby. The Contractor shall 
provide janitorial services on a regular basis to clean the field office. 

PART 2 –PRODUCTS 

Not used. 

PART 3 –EXECUTION 

Not used. 

PART 4 –MEASUREMENT AND PAYMENT 

No separate measurement or payment will be made for the work required by this 
section. The cost for this portion of the work will be considered incidental to, and 
included in the payments made for, the applicable bid items in the Schedule of 
Unit Prices. 
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END OF SECTION 01505 

 

 


